
®
CLIPS & CLAMPS

 D H L B C G W     
   Center Base To          
 Clamping Hole To Top Of     KMC 
 Diameter Dia. Center Radius Closure Gage Width Part Part Lbs. Per
 ±.015 ±.005 ±.031 ±.015 ±.015 ±.002 ±.010 Number Number 100 Pcs. Quantity

 0.250 0.218 0.437 0.093 0.093 0.048 0.500 CMV-0407Z1 2021867 0.93 100

 0.250 0.281 0.437 0.125 0.093 0.048 0.500 CMV-0409Z1 2021868 0.90 100

 0.312 0.281 0.531 0.296 0.265 0.048 0.625 CMV-0507Z1 2021869 1.95 100

 0.312 0.218 0.531 0.296 0.265 0.048 0.625 CMV-0509Z1 2021870 1.92 100

 0.312 0.343 0.531 0.296 0.265 0.048 0.625 CMV-0511Z1 2021871 1.90 100

 0.375 0.218 0.500 0.375 0.312 0.060 0.750 CMV-0607Z1 2021872 2.63 100

 0.375 0.281 0.625 0.343 0.281 0.048 0.625 CMV-0609Z1 2021873 2.59 100

 0.375 0.343 0.625 0.343 0.281 0.048 0.625 CMV-0611Z1 2021874 2.55 100

 0.375 0.406 0.625 0.343 0.281 0.048 0.625 CMV-0613Z1 2021875 2.50 100

 0.437 0.281 0.687 0.375 0.343 0.048 0.750 CMV-0709Z1 2021876 3.34 100

 0.437 0.343 0.687 0.375 0.343 0.048 0.750 CMV-0711Z1 2021877 3.20 100

 0.437 0.406 0.687 0.375 0.343 0.048 0.750 CMV-0713Z1 2021878 3.06 100

 0.500 0.281 0.687 0.437 0.250 0.060 0.750 CMV-0809Z1 2021879 4.00 100

 0.500 0.343 0.750 0.437 0.250 0.120 0.750 CMV-0811Z1 2021880 7.25 100

 0.500 0.406 0.812 0.468 0.343 0.048 0.875 CMV-0813Z1 2021881 7.20 100

 0.562 0.281 0.625 0.218 0.156 0.060 0.875 CMV-0909Z1 2021882 6.43 100

 0.562 0.343 0.875 0.468 0.187 0.060 1.000 CMV-0911Z1 1857614 6.38 100

 0.562 0.406 0.875 0.468 0.437 0.060 1.000 CMV-0913Z1 2021883 6.33 100

 0.625 0.281 0.625 0.625 0.500 0.060 0.500 CMV-1009Z1 2021884 3.55 100

 0.625 0.343 0.625 0.625 0.500 0.060 0.750 CMV-1011Z1 2021885 5.08 100

 0.625 0.406 0.625 0.625 0.500 0.060 0.750 CMV-1013Z1 2021886 5.05 100

 0.687 0.281 0.625 0.625 0.437 0.060 1.000 CMV-1109Z1 2021887 6.39 100

Double Pipe Clamps         Center Mounting Hole
Hot Dipped Galvanized Steel, Chem-Treated G90 Finish, 1/32” Thick Black Vinyl Cushion

Double pipe clamps are an excellent clamp 
for separating and holding two tubes or pipe 
securely.  They are often used in pairs for 
holding pipes apart between fittings.
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Actual part weights are for reference only and may vary from weights shown.  
Reference numbers provided as a reference only and do not correspond to part quantities.



®
CLIPS & CLAMPS

 D H L B C G W     
   Center Base To          
 Clamping Hole To Top Of     KMC 
 Diameter Dia. Center Radius Closure Gage Width Part Part Lbs. Per
 ±.015 ±.005 ±.031 ±.015 ±.015 ±.002 ±.010 Number Number 100 Pcs. Quantity

 0.750 0.281 0.812 0.718 0.562 0.060 0.750 CMV-1209Z1 2021899 6.08 100

 0.750 0.343 1.000 0.500 0.187 0.120 1.000 CMV-1211Z1 2021900 5.77 100

 0.750 0.406 0.875 0.500 0.500 0.120 0.750 CMV-1213Z1 2021901 5.48 100

 0.750 0.468 0.968 0.687 0.437 0.179 1.000 CMV-1215Z1 2021902 5.20 100

 0.812 0.281 1.250 0.718 0.406 0.090 1.000 CMV-1309Z1 2021903 8.00 100

 0.812 0.343 1.250 0.718 0.406 0.090 1.000 CMV-1311Z1 2021904 7.60 100

 0.812 0.406 1.250 0.718 0.406 0.090 1.000 CMV-1313Z1 2021905 7.23 100

 0.875 0.281 0.906 0.843 0.687 0.090 0.750 CMV-1409Z1 2021906 11.00 50

 0.875 0.343 0.906 0.843 0.687 0.090 0.750 CMV-1411Z1 2021907 10.44 50

 0.875 0.406 0.906 0.843 0.687 0.090 0.750 CMV-1413Z1 2021908 9.94 50

 1.000 0.281 0.937 0.968 0.750 0.060 0.750 CMV-1609Z1 2021909 11.55 50

 1.000 0.343 1.062 0.906 0.750 0.074 0.750 CMV-1611Z1 2021910 10.49 50

 1.000 0.406 1.062 0.906 0.750 0.074 0.750 CMV-1613Z1 2021911 9.87 50

 1.000 0.531 1.500 0.500 0.500 0.179 1.000 CMV-1617Z1 2021912 9.47 50

 1.062 0.406 1.156 0.968 0.968 0.120 1.000 CMV-1713Z1 2021913 21.55 50

 1.125 0.406 1.000 0.468 0.562 0.134 1.000 CMV-1813Z1 2021914 16.61 50

 1.187 0.406 1.250 1.000 0.750 0.120 1.000 CMV-1913Z1 2021915 22.00 50

 1.250 0.281 0.875 0.375 0.500 0.074 0.750 CMV-2009Z1 2021916 22.50 50

 1.312 0.406 1.187 0.531 0.531 0.120 0.750 CMV-2113Z1 2021917 23.00 50

 1.375 0.281 1.187 1.375 0.687 0.060 1.000 CMV-2209Z1 2021918 24.15 50

 1.437 0.406 1.421 0.562 0.718 0.187 1.000 CMV-2313Z1 2021919 25.35 50

 1.500 0.406 1.625 0.750 0.562 0.120 1.000 CMV-2413Z1 2021920 26.62 50

 1.562 0.531 1.625 0.687 0.500 0.187 1.250 CMV-2517Z1 2021921 27.95 50

Double Pipe Clamps         Center Mounting Hole
Hot Dipped Galvanized Steel, Chem-Treated G90 Finish, 1/32” Thick Black Vinyl Cushion

Double pipe clamps are an excellent clamp 
for separating and holding two tubes or pipe 
securely.  They are often used in pairs for 
holding pipes apart between fittings.
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