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Place Bolts- (Hex Cap Screws- Type AA Place Head- 6 slot)  
Grade 8         

7/16 - 20   Plain Finish

 1 1/8" 1818834 6.20 50
 1 19/32" 1840730 8.20 50

5/16 - 18   Plain Finish

 1/2" 1818105 1.95 100
 5/8" 1818110 2.16 100

1/2 - 13   Plain Finish

 1 1/2" 1818445 11.36 25
 1 3/4" 1818455 12.71 25

1/2 - 13   Zinc Yellow

 2 1/8" 1818463 13.71 25
 2 1/4" 2009709 15.50 25

Coarse Thread

3/8 - 24   Plain Finish

 2" 1991383 7.00 50

Fine Thread

7/16 - 20   Zinc Yellow

 1 5/8" 2003414 14.00 25

9/16 - 18   Plain Finish

 1 5/8" 1818957 15.00 10

9/16 - 18   Zinc Phosphate & Oil

 2 3/4" 1818959 23.00 10

Place Bolts- (Hex Cap Screws- Type AA Place Head- 6 slot)  
Metric     Plain Finish      

M12 - 1.25  Class 12.9

 32MM 2003934 9.50 25

M12 - 1.75  Class 10.9

 85MM 1812550 19.00 10

Place bolts are free-spinning, self-locking hex head bolts used to prevent loosening due to 
vibration.  The circular recess under the head and slots in the top of the head work together 
to cause the head to form an elastic flexing of the head as it is tightened. Its one-piece 
locking design eliminates extra parts and extra installation steps saving time and money, 

Place bolts are free-spinning, self-locking hex head bolts used to prevent 
loosening due to vibration.  The circular recess under the head and 
slots in the top of the head work together to cause the head to form an 
elastic flexing of the head as it is tightened. Its one-piece locking design 
eliminates extra parts and extra installation steps saving time and money, 

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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