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  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

Shaker Screen Bolts (Full Thread Carriage Bolts)
Full Thread Square Neck Round Head Bolts 
SAE Grade 8 J429    Plain Finish  

Low Profile Head
Desigened for wood-to-wood or wood-to-metal applications
Used in square punched holes - prevents turning when nut is tightened
Flexibility - fastener can be installed from the nut side of the assembly

1/2 - 13

 1 1/2" 1216098 7.9 25
 1 3/4" 1216118 11.7 25
 2" 1216138 13.1 25
 2 1/2" 1216158 15.8 25
 3" 1216178 18.6 25
 3 1/2" 1216198 21.4 25
 4" 1216218 24.2 25
 4 1/2" 2016801 26.9 25
 5" 1216258 29.7 25
 5 1/2" 2016802 32.4 25
 6" 1216298 37.2 25

5/8 - 11

 1 1/4" 1874622 16.20 25
 2" 1217138 21.7 25 
 2 1/4" 1217148 23.8 10
 2 1/2" 1217158 25.9 10
 3" 1217178 30.1 10
 3  1/2" 1217198 34.3 10
 4" 1217218 38.5 10
 4 1/2" 1217238 42.7 5
 5" 1217258 46.9 5
 6" 1217298 55.3 5
 8" 2016797 71.6 5
 9" 2016798 80.1 5
 10" 1217458 88.6 1

3/4 - 10

3/8 - 16

 3/4” 1218168 4.2 25 
 2 1/2" 1218158 39.2 5
 3" 2018994 45.2 5
 3 1/2" 2018995 52.2 5 
 4" 1218218 57.4 5
 5" 1218258 69.4 5
 6" 1218298 81.5 5 
 8" 2016803 105.2 1

Shaker Screen Bolts  
(Full Thread Carriage Bolts)
SAE Grade 8 J429    Zinc Plated 

Low Profile Head
Desigened for wood-to-wood or wood-to-metal applications
Used in square punched holes - prevents turning when nut is tightened
Flexibility - fastener can be installed from the nut side of the assembly

5/8 - 11   Zinc Clear

  2 1/2" 1217157 25.90 10

5/8 - 11   Zinc Yellow

 2 1/4" 1217147 23.80 10

 1 1/4” 2016814 4.86 50
 1 1/2”” 1215498 5.62 50
 2 1/2” 2016816 8.66 50
 4” 1215618 13.20 25
 5” 1215658 16.30 10
 6” 2016818 19.40 25

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

Shaker Screen Bolts (Full Thread Carriage Bolts)
Full Thread Square Neck Round Head Bolts 
SAE Grade 5 J429    Plain Finish  

Low Profile Head
Desigened for wood-to-wood or wood-to-metal applications
Used in square punched holes - prevents turning when nut is tightened
Flexibility - fastener can be installed from the nut side of the assembly

1/2 - 13

 2 1/2" 1216155 15.80 25

3/4 - 10

 4 1/2" 1218235 63.40 5
 5" 1218255 69.40 5

5/8 - 11

 2" 1217135 21.70 25
 2 1/4" 1217145 23.80 25
 3" 1217175 30.10 10
 4" 1217215 38.50 10
 5 1/2" 1217275 51.10 10
 6" 1217295 55.30 5
 8" 1217375 71.60 5

Shaker Screen Bolts (Full Thread Carriage Bolts)
Full Thread Square Neck Round Head Bolts 
SAE Grade 5 J429     Zinc Yellow

Low Profile Head
Desigened for wood-to-wood or wood-to-metal applications
Used in square punched holes - prevents turning when nut is tightened
Flexibility - fastener can be installed from the nut side of the assembly

5/16 - 18

 3 1/2" 1239306 7.87 25

3/8 - 16

 1 3/4" 1874603 6.38 100
 3" 1239175 10.20 50
 4 1/2" 1874822 12.80 50

7/16 - 14

 2" 2017108 9.62 25

1/2 - 13

 4” 1874619 24.20 10
 5 1/2” 1216276 32.40 10
 7” 1874597 39.50 5

5/8 - 11

 2" 1217133 21.70 10
 5 1/2" 1217279 51.10 5

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

Shaker Screen Bolts (Full Thread Carriage Bolts)
Full Thread Square Neck Round Head Bolts 
SAE Grade 5 J429     Zinc Clear  

Low Profile Head
Desigened for wood-to-wood or wood-to-metal applications
Used in square punched holes - prevents turning when nut is tightened
Flexibility - fastener can be installed from the nut side of the assembly

1/2 - 13

 4" 1216214 24.20 10
 5" 1216254 29.70 10
 5 1/2" 1216274 32.40 10

3/4 - 10

 4 1/2” 1218234 63.40 5
 5” 1218254 69.40 5
 6” 1218294 81.50 1

3/8 - 16

 2” 1239444 7.14 50
 2 1/4” 1239454 7.90 50
 2 1/2” 1239464 8.66 25

5/16 - 18

 3" 1239284 6.82 25

5/8 - 11

 2” 1217134 21.70 25
 2 1/2” 1217154 25.90 10
 3” 1217174 30.10 10
 3 1/2” 1217194 34.30 10
 4” 1217214 38.50 10
 5” 1217254 46.90 10
 6” 1217294 55.30 10

Shaker Screen Bolts (Full Thread Carriage Bolts)
Full Thread Square Neck Round Head Bolts 
SAE Grade 2 J429     Zinc Yellow

Low Profile Head
Desigened for wood-to-wood or wood-to-metal applications
Used in square punched holes - prevents turning when nut is tightened
Flexibility - fastener can be installed from the nut side of the assembly

3/8 - 16

 1 3/4" 1239431 6.38 50

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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