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CAP SCREWS

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity    

  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

Hex Head Cap Screws
Class 10.9    Magni 565

M8 - 1.25 ANSI

 20MM 1998126 2.62 100
 25MM 1998125 2.95 100
 35MM 1998051 3.79 100
 40MM 1998050 4.21 100

M10 - 1.50 ANSI

 20MM 1998133 4.48 50
 35MM 1998132 6.22 50
 80MM 2009005 12.19 25
 100MM 1998066 14.83 25
 110MM 1998065 16.16 10

Medium carbon alloy steel, quenched and tempered in accordance with SAE J1199 material 
requirements and ANSI/ASME B18.2.3.1m dimensional tolerances.  Compatible with class 10 hex 
nuts, all metal lock nuts or nylon insert locknuts.   Metric mild-steel or hardened flat washers as well 
as helical spring lock washers may also be used with these cap screws for a complete assembly.   

M12 - 1.75 ANSI

 30MM 1998131 8.16 25
 35MM 1998130 8.95 25
 45MM 2012335 11.75 25
 110MM 2006875 24.25 10

M20 - 2.50 ANSI

 35MM 2005682 31.74 10
 40MM 1998128 33.95 10
 55MM 1998127 40.79 5
 60MM 1998121 43.43 5
 65MM 1998060 46.08 5
 70MM 2000769 48.72 5
 80MM 1496190 54.23 5
 90MM 1998059 59.52 5
 120MM 1994059 75.39 5
 130MM 1998058 80.25 1
 140MM 1998057 85.76 1
 160MM 1998056 96.34 1
 180MM 1994060 101.63 1

M22 - 2.50 ISO 4014

 130MM 2002685 99.00 1
 200MM 2002684 145.20 1

M24 - 3.00 ANSI

 120MM 1998052 112.22 1

Coarse Thread

Fine Thread

M20 - 1.50 DIN 961

 40MM 1998134 35.93 5

M22 - 2.50 DIN 931

 140MM 1998053 105.82 1

M22 - 1.5 ISO 8676

 50MM 1497099 52.00 5

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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