
®
CAP SCREWS

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

Hex Head Cap Screws
SAE Grade 8 J429    Zinc Yellow  

Coarse Thread.   Alloy steel, quenched and tempered in accordance with SAE J429 material 
requirements and ANSI/ANSI B18.2.1 dimensional tolerances.  Compatible with UNC grade 8 hex 
nuts, all metal lock nuts or nylon insert locknuts.   USS or SAE hardened flat washers as well as 
helical spring lock washers may also be used with these cap screws for a complete assembly.  
Cap screws are zinc yellow finish.

 1/2” 1058000 1.18 100
 5/8” 1058002 1.31 100
 3/4” 1058004 1.44 100
 7/8” 2020996 1.57 100 
 1” 1058008 1.74 100
 1 1/4” 1058010 2.08 100
 1 1/2” 1058012 2.43 100
 1 3/4” 1058014 2.77 100
 2” 1058016 3.12 100
 2 1/4” 1058018 3.46 50
 2 1/2” 1058020 3.81 50
 2 3/4” 2021004 4.15 50
 3” 1058024 4.50 50
 3 1/4” 1058026 4.84 50
 3 1/2” 1058028 5.19 50
 4” 1058032 5.88 50
 4 1/4” 1001227 6.22 50
 4 1/2” 1058034 6.57 50
 5” 1058036 7.26 50
 5 1/2” 2023946 7.95 50
 6” 1058040 8.64 50

5/16 - 18

1/4 - 20

 1/2” 1058100 1.99 100
 3/4” 1058104 2.41 100
 7/8” 1058106 2.62 100
 1” 1058108 2.83 100
 1 1/4” 1058110 3.37 100
 1 3/8” 1003083 3.64 50
 1 1/2” 1058112 3.91 50
 1 3/4” 1058114 4.45 50
 2” 1058116 4.99 50
 2 1/4” 1058118 5.52 50
 2 1/2” 1058120 6.06 50
 2 3/4”  1058122 6.60 50
 3” 1058124 7.14 50
 3 1/4” 2003233 7.68 25
 3 1/2” 1058128 8.21 25

3/8 - 16

 1/2” 2008166 2.93 100
 3/4” 1058204 3.55 100
 7/8” 1058206 3.86 100
 1” 1058208 4.17 50
 1 1/8” 1006056 4.51 50
 1 1/4” 1058210 4.86 50
 1 1/2” 1899691 5.64 50
 1 5/8” 2023119 6.03 50 
 1 3/4” 1993119 6.42 50
 2” 1058216 7.19 50
 2 1/4” 1058218 7.97 50
 2 1/2” 1058220 8.74 25
 2 3/4” 1058223 9.52 25
 3” 1058224 10.30 25
 3 1/4” 1058226 10.99 25
 3 1/2” 1058228 11.85 25
 3 3/4” 1058230 12.62 25
 4” 1058232 13.40 25
 4 1/4” 1969163 14.18 25 
 4 1/2” 1058234 14.95 25
 4 3/4” 2023349 15.72 25
 5” 1058236 16.50 25
 5 1/4” 1006267 17.28 10 
 5 1/2” 1058238 18.06 10
 6” 1058240 19.61 10
 6 1/2” 1006320 21.16 10
 7” 2008167 22.71 10
 8” 2008168 25.81 10
 10 1/2” 1006477 33.56 5

 3 3/4” 1058130 8.75 25
 4” 1058132 9.29 25
 4 1/2” 2021290 10.40 25
 5” 1058136 11.44 25
 5 1/2” 2023947  25
 6” 1058140 13.59 25

5/16 - 18 continued

 5/16 - 18 continued on next page

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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®
CAP SCREWS

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

7/16 - 14

 3/4” 1058300 5.08 50
 1” 1058304 5.92 50
 1 1/4” 1058306 6.76 50
 1 3/8” 2015554 7.29 50
 1 1/2” 1058308 7.82 50
 1 3/4” 1058310 8.88 25
 2” 1058312 9.94 25
 2 1/4” 2009279 11.00 25
 2 1/2” 1058316 12.06 25
 2 3/4” 1058318 13.12 25
 3” 1058320 14.18 25
 3 1/4” 2009989 15.24 25
 3 1/2” 1058324 16.30 10
 4” 1058328 18.41 10
 4 1/2” 2008169 20.53 10
 5” 1058332 22.65 10 
 5 1/2” 2023948 24.77 10
 6” 1058336 26.89 10

Hex Head Cap Screws
SAE Grade 8 J429    Zinc Yellow  

Coarse Thread.   Alloy steel, quenched and tempered in accordance with SAE J429 material 
requirements and ANSI/ANSI B18.2.1 dimensional tolerances.  Compatible with UNC grade 8 hex 
nuts, all metal lock nuts or nylon insert locknuts.   USS or SAE hardened flat washers as well as 
helical spring lock washers may also be used with these cap screws for a complete assembly.  
Cap screws are zinc yellow finish.

1/2 - 13

1/2 - 13 continued

 3/4” 1058400 8.10 50
 1” 1058404 9.22 25
 1 1/8” 1611063 9.78 25
 1 1/4” 1058406 10.34 25
 1 3/8” 1011087 10.96 25
 1 1/2” 1058408 11.59 25
 1 3/4” 1992608 12.97 25
 2” 1058413 14.35 25
 2 1/4” 1058415 15.73 25
 2 1/2” 1058416 17.11 10
 2 3/4” 1058418 18.49 10
 3” 1058420 19.87 10
 3 1/4” 1058422 21.25 10
 3 1/2” 1058425 22.63 10
 3 3/4” 1058426 24.01 10
 4” 1058428 25.39 10
 4 1/2” 1058430 28.15 10
 4 3/4” 1011247 29.53 10
 5” 1058432 30.91 10

9/16 - 12

5/8 - 11

 3/4” 1016040 12.70 25
 1” 2009986 15.16 25
 1 1/4” 1058602 16.93 10
 1 1/2” 1058604 18.70 10
 1 3/4” 1058606 20.66 10
 2” 1058608 22.82 10
 2 1/4” 1058610 24.97 10
 2 1/2” 1058612 27.13 10
 2 3/4” 1058614 29.28 10
 3” 1058616 31.44 10
 3 1/4” 1058618 33.59 10

 5 1/2” 1058434 33.67 10
 6” 1058436 36.43 10
 6 1/2” 1011317 39.19 5
 7” 1011337 41.95 5
 8” 1011379 47.47 5
 8 1/2” 1011397 50.23 5
 9” 2022875 52.99 5 
 10” 2008170 58.51 5
 11” 2008171 64.03 1
 12” 2008172 69.55 1

 1/2 - 13 continued on next column

 5/8 - 11 continued on next page

 1 3/4” 1058506 15.89 25
 2” 1058508 17.64 10
 2 1/4” 1058510 19.39 10
 2 1/2” 1058512 21.14 10
 3” 2022876 24.65 10 
 3 1/2” 2022877 28.15 10 
 4” 2008173 31.65 10
 5” 2008174 38.65 10

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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®
CAP SCREWS

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

3/4 - 10

5/8 - 11 continued

 3 1/2” 1058620 35.75 10
 3 3/4” 1058622 37.90 10
 4” 1058624 40.06 5
 4 1/2” 1058626 44.37 5
 5” 1058628 48.68 5
 5 1/2” 1058630 52.99 5
 6” 1058632 57.30 5
 6 1/2” 1016317 61.61 5
 7” 1016340 65.92 5
 7 1/2” 1016357 70.23 5
 8” 1016380 74.54 5
 8 1/2” 2004701 78.85 5
 9” 1016417 83.16 5
 10” 2008175 91.78 1
 10 1/2” 1016479 96.09 1 
 11” 1016499 100.40 1

 1 1/2” 1058704 29.66 10
 1 3/4” 1058706 32.26 10
 2” 1058708 35.12 10
 2 1/4” 1058710 38.23 10
 2 1/2” 1058712 41.34 5
 2 3/4” 1058714 44.45 5
 3” 1058716 47.56 5
 3 1/4” 1058718 50.67 5
 3 1/2” 1058720 53.78 5
 3 3/4” 1058722 56.89 5
 4” 1058724 60.00 5
 4 1/4” 1019229 63.11 5
 4 1/2” 1058726 66.22 5
 5” 1058728 72.44 5
 5 1/2” 1058730 78.66 5
 6” 1058732 84.88 1
 6 1/2” 1019317 91.10 1
 7” 1019330 97.32 1
 7 1/4” 2022874 100.43 1 
 7 1/2” 1019357 103.54 1

7/8 - 9

Hex Head Cap Screws
SAE Grade 8 J429    Zinc Yellow  

Coarse Thread.   Alloy steel, quenched and tempered in accordance with SAE J429 material 
requirements and ANSI/ANSI B18.2.1 dimensional tolerances.  Compatible with UNC grade 8 hex 
nuts, all metal lock nuts or nylon insert locknuts.   USS or SAE hardened flat washers as well as 
helical spring lock washers may also be used with these cap screws for a complete assembly.  
Cap screws are zinc yellow finish.

3/4 - 10 continued

 8” 1019377 109.76 1
 8 1/2” 1019397 115.98 1
 9” 1019417 122.20 1
 9 1/2” 1019440 128.42 1
 10” 1019460 134.64 1
 10 1/2”  2022873 140.86 1
 11” 1019490 147.08 1
 12” 1019537 159.52 1

 3/4 - 10 continued on next page

 1 3/4” 2023122 47.49 5
 2” 1058804 51.06 5
 2 1/4” 2023362 54.96 5 
 2 1/2” 1058808 59.19 5
 3” 1058812 67.65 5
 3 1/4” 1058814 71.88 5
 3 1/2” 1058816 76.11 5
 4” 1058820 84.57 1
 4 1/2” 1058822 93.03 1
 5” 1058824 101.49 1
 5 1/2” 1058826 109.95 1
 6” 1058828 118.41 1
 6 1/2” 1022317 126.86 1
 7” 1022340 135.31 1
 7 1/2” 1022357 141.00 1
 8” 1058836 152.21 1
 9” 1058840 169.11 1
 10” 1058448 186.01 1

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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®
CAP SCREWS

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

1 - 8

 2” 1058904 70.14 5
 2 1/2” 1058908 79.92 5
 3” 1058912 90.96 1
 3 1/2” 1058916 102.00 1
 4” 1058920 113.04 1
 4 1/2” 1058922 124.08 1
 5” 1058924 135.12 1
 5 1/2” 2002406 146.16 1
 6” 1058928 157.20 1
 6 1/2” 1025317 168.25 1 
 7” 1025340 179.30 1
 7 1/2” 1025357 190.35 1
 8” 1025380 201.40 1
 8 1/2” 1025400 212.45 1
 9” 1025410 223.50 1
 10” 1025450 245.60 1
 11” 2009284 267.70 1
 12” 1025539 290.00 1

1 1/2 - 6

 9” 2008179 539.40 1
 10 1/2” 1037479 614.25 1

1 1/4 - 7

 4 1/2” 1031237 206.20 1
 6” 2008176 258.10 1
 6 1/2” 2008177 275.40 1
 7” 2023364 292.70 1
 8” 2023365 327.30 1
 9” 2023366 361.90 1
 10” 2008178 396.50 1
 15” 1031619 569.50 1

1 1/8 - 7

 4 1/2” 1028230 161.30 1
 6 3/4” 1028329 224.40 1 
 9” 2023363 287.40 1

Hex Head Cap Screws
SAE Grade 8 J429    Zinc Yellow  

Coarse Thread.   Alloy steel, quenched and tempered in accordance with SAE J429 material 
requirements and ANSI/ANSI B18.2.1 dimensional tolerances.  Compatible with UNC grade 8 hex 
nuts, all metal lock nuts or nylon insert locknuts.   USS or SAE hardened flat washers as well as 
helical spring lock washers may also be used with these cap screws for a complete assembly.  
Cap screws are zinc yellow finish.

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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®
CAP SCREWS

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

 5/8” 1004027 2.20 100
 3/4” 1004037 2.41 100
 1” 2023897 2.83 100
 1 1/4 2023898 3.37 100
 1 1/2 2023899 3.91 50
 1 3/8” 1004089 3.64 50
 1 3/4” 2023900 4.45 50
 2” 2023901 4.99 50
 2 1/2” 2023902 6.06 50
 3” 2023903 7.14 50
 3 1/2” 2023904 8.21 25
 4” 2023905 9.29 25
 4 1/2” 2023906 10.37 25
 5” 2023907 11.44 25
 5 1/2” 2023908 12.52 25
 6” 2023909 13.59 25

Fine Thread.   Alloy steel, quenched and tempered in accordance with SAE J429 material 
requirements and ANSI/ANSI B18.2.1 dimensional tolerances.  Compatible with UNF grade 8 
hex nuts, all metal lock nuts or nylon insert locknuts.   USS or SAE hardened flat washers as 
well as helical spring lock washers may also be used with these cap screws for a complete 
assembly.  Cap screws are zinc yellow finish.

1/4 - 28

 3/4” 2023884 1.44 100
 1” 2023885 1.74 100
 1 1/4” 2023886 2.08 100
 1 1/2” 2023887 2.43 100
 1 3/4" 1002117 2.77 100
 2 2023888 3.12 100
 2 1/2 2023889 3.81 50
 3” 2023890 4.50 50
 3 1/2” 2023891 5.19 50
 4” 2023892 5.88 50
 4 1/2” 2023893 6.57 50
 5” 2023894 7.26 50
 5 1/2” 2023895 7.95 50
 6” 2023896 8.64 50

5/16 - 24

3/8 - 24

 1/2” 1007017 2.93 100
 5/8” 1007027 3.24 100
 3/4” 1007040 3.55 100
 1” 1007060 4.17 50
 1 1/4” 2015204 4.86 50
 1 1/2” 1007097 5.64 50
 1 3/4” 1007117 6.42 50
 2” 2023910 7.19 50
 2 1/4” 1007147 7.97 50
 2 1/2” 2015205 8.74 25
 2 3/4” 1007170 9.52 25
 3” 2023911 10.30 25
 3 1/2”  2013254 11.85 25
 4” 2023035 13.20 25
 4 1/2” 2013255 14.95 25
 5” 2023912 16.50 25
 5 1/2” 2013256 18.06 10
 6” 2023913 19.61 10

 3/4” 1009037 5.08 50
 1” 1009057 5.92 50
 1 1/4” 1009077 6.76 50
 1 1/2” 1009097 7.82 50
 1 3/4” 1009117 8.88 25
 2” 2023914 9.94 25
 2 1/2” 2023915 12.06 25
 3” 1009177 14.18 25
 3 1/2” 2023916 16.30 10
 4” 2023917 18.41 10
 4 1/2” 2023918 20.53 10
 5” 2023919 22.65 10
 5 1/2” 1009280 24.77 10
 6” 2023920 26.89 10

7/16 - 20

Hex Head Cap Screws
SAE Grade 8 J429    Zinc Yellow  

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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®
CAP SCREWS

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

Hex Head Cap Screws
SAE Grade 8 J429    Zinc Yellow  

Fine Thread.   Alloy steel, quenched and tempered in accordance with SAE J429 material 
requirements and ANSI/ANSI B18.2.1 dimensional tolerances.  Compatible with UNF grade 8 hex 
nuts, all metal lock nuts or nylon insert locknuts.   USS or SAE hardened flat washers as well as 
helical spring lock washers may also be used with these cap screws for a complete assembly.  

5/8 - 18

 1 1/4” 1017080 16.93 10
 1 1/2” 1017097 18.70 10
 1 3/4” 1017117 20.66 10
 2” 2008185 22.82 10
 2 1/4” 1017147 24.97 10
 2 1/2” 2002392 27.13 10
 2 3/4” 2023922 29.28 10
 3” 1017177 31.44 10
 3 1/2” 1017200 35.75 10
 3 3/4” 1017207 33.59 10
 4” 2002393 40.06 5
 4 1/2” 1017237 44.37 5
 5” 2002394 48.68 5
 5 1/2”” 2002395 52.99 5
 6” 2002396 57.30 5
 7” 1017337 65.92 5
 9 3/4” 1017449 89.62 5

3/4 - 16

 1 1/2” 1020097 29.66 10
 1 3/4” 1020120 32.26 10
 2” 1020137 35.12 10
 2 1/4” 1020147 38.23 10
 2 1/2” 1020150 41.34 5
 2 3/4” 1020167 44.45 5
 3” 1969280 47.56 5
 3 1/4” 1020187 50.67 5
 3 1/2” 1020200 53.78 5
 4” 1969353 60.00 5
 4 1/2” 1020237 66.22 5
 5” 1020260 72.44 5
 5 1/2” 1020277 78.66 5
 6” 1020297 84.88 1
 8” 1020380 109.76 1

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

1/2 - 20

 3/4” 1012040 8.10 50
 1” 1012057 9.22 25
 1 1/8” 2005476 9.78 25
 1 1/4” 2013912 10.34 25
 1 1/2” 1012097 11.59 25
 1 3/4” 2004517 12.97 25
 2” 1012139 14.35 25
 2 1/4” 1012150 15.73 10
 2 1/2” 1012157 17.11 10
 2 3/4” 2010955 18.49 10
 3” 1012180 19.87 10
 3 1/4” 1012190 21.25 10
 3 1/2” 1012200 22.63 10
 4” 1012217 25.39 10
 4 1/2” 2002389 28.15 10
 5” 2002390 30.91 10
 5 1/2” 2002391 33.67 10
 6” 2023921 36.43 10

 1 1/2” 2015212 14.14 25
 2” 1014140 17.64 10
 2 1/4” 2001827 19.39 10
 2 1/2” 2011711 21.14 10
 2 3/4” 1014170 22.90 10
 3” 2015213 24.65 10
 5” 2015214 38.65 10

9/16 - 18
.

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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®

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

Hex Head Cap Screws
SAE Grade 8 J429    Zinc Yellow  

Fine Thread.   Alloy steel, quenched and tempered in accordance with SAE J429 material 
requirements and ANSI/ANSI B18.2.1 dimensional tolerances.  Compatible with UNF grade 8 hex 
nuts, all metal lock nuts or nylon insert locknuts.   USS or SAE hardened flat washers as well as 
helical spring lock washers may also be used with these cap screws for a complete assembly.  

   
  Part Lbs. Per Package 
 Length Number 100 Pcs. Quantity 

7/8 - 14

 1 1/2” 2002387 43.92 5
 2” 2002398 51.06 5
 2 1/4” 1023150 56.72 5
 2 1/2” 2002399 60.37 5
 3” 1023180 69.69 5
 3 1/2” 2002400 77.63 5
 4” 2002401 86.67 1
 4 1/2” 2002402 93.03 1
 5” 2002403 103.52 1
 5 1/2” 2002404 109.95 1
 6” 2002405 120.78 1
 7” 1023337 137.37 1
 11” 1023497 205.04 1

1 - 14

 1 1/2” 2023923 60.78 5
 2” 2023924 70.14 5
 2 1/2” 2023925 79.92 5
 3” 1026180 90.96 1
 4” 1026220 113.04 1
 4 1/2” 1026240 124.08 1
 5” 1026257 135.12 1
 6” 1026297 157.20 1
 7” 2023114 179.30 1 
 10” 1026460 245.60 1
 11” 1026497 267.70 1

1 1/4 - 12

 4 1/2” 1032240 206.20 1
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