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WASHERS

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

SAE Flat Washers  
Steel      Zinc Clear

 #6 2013971 3/8 5/32 0.13 500
 #8 1516003 7/16  3/16 0.17 500
 #10 1516005 1/2  7/32  0.23 100
 1/4" 1516020 5/8 9/32 0.45 100
 5/16" 1516030 11/16 11/32 0.52 100
 3/8" 1516040 13/16 13/32 0.71 100
 7/16" 1516050 59/64 15/32 0.95 100
 1/2" 1516060 1 1/16 17/32 1.82 50
 5/8" 1516080 1 5/16 21/32 2.78 50
 3/4" 1516108 1 1/2 13/16 4.76 25
 7/8" 1516110 1 3/4 15/16 6.25 25
 1" 1516120 2 1 1/16 8.33 10
 1 1/8" 1516130 2 1/4 1 3/16 10.87 10
 1 1/2" 1516160 3 1 9/16 23.81 10

Standard washers provide the required 
seating and bearing surface used under 
a cap screw head.  Parts meet or exceed 
ASME/ANSI B18.22.1 specifications. 

SAE Flat Washers  
Steel      Plain Finish

 #12 1875306 9/16  1/4  0.36 100
 5/16" 1516034 11/16 11/32  0.52 100
 1/2" 1516059 1 1/16 17/32  1.82 50
 5/8" 1516083 1 5/16 21/32  2.78 50
 3/4" 1516109 1 1/2 13/16  4.76 25
 7/8" 1516116 1 3/4 15/16  6.25 25
 1" 1516129 2 1 1/16  8.33 10
 1 1/4" 1516142 2 1/2  1 3/8  15.87 10

Standard washers provide the required seating 
and bearing surface used under a cap screw 
head.  Parts meet or exceed ASME/ANSI 
B18.22.1 specifications. 

SAE Flat Washers  
Steel      Zinc Yellow

 #6 1840341 3/8 5/32  0.13 500
 #8 1840911 7/16  3/16  0.17 500
 #10 1516014 1/2  7/32  0.23 100
 #12 1993840 9/16  1/4   0.36 100
 1/4" 1516024 5/8 9/32  0.45 100
 5/16" 1840260 11/16 11/32  0.52 100
 3/8" 1516044 13/16 13/32  0.71 100
 7/16" 1840348 59/64 15/32  0.95 100
 1/2" 1991138 1 1/16 17/32  1.82 50
 5/8" 1516091 1 5/16 21/32  2.78 50
 3/4" 1516104 1 1/2 13/16  4.76 25
 7/8" 1516114 1 3/4 15/16  6.25 25
 1" 1516124 2 1 1/16  8.33 10
 1 1/4" 1840993 2 1/2  1 3/8  15.87 10

Standard washers provide the required 
seating and bearing surface used under 
a cap screw head.  Parts meet or exceed 
ASME/ANSI B18.22.1 specifications. 

SAE Flat Washers  
18 - 8 Stainless Steel

 #10 1516006 1/2  7/32   0.23 100
 5/16" 1516031 11/16 11/32  0.52 100
 7/16" 1809804 59/64 15/32  0.96 100
 1/2" 1809925 1 1/16 17/32  1.82 50
 9/16" 1516071 1 5/32  19/32   2.35 50
 5/8" 1809876 1 5/16 21/32  2.78 50
 3/4" 1516101 1 1/2 13/16  4.76 25
 7/8" 1516116 1 3/4 15/16  6.25 25
 1" 1516121 2 1 1/16  8.33 10

Standard washers provide the required 
seating and bearing surface used under 
a cap screw head.  Parts meet or exceed 
ASME/ANSI B18.22.1 specifications. 

SAE Flat Washers  
304 Stainless Steel

 3/8" 1839998 13/16 13/32  0.71 100

Standard washers provide the required 
seating and bearing surface used under 
a cap screw head.  Parts meet or exceed 
ASME/ANSI B18.22.1 specifications. 

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

   
 Bolt Part Outside Inside Lbs. Per Pack. 
 Size Number Dia. Dia. 100 Pcs. Qty. 

SAE Flat Washers  
Steel     Black Poly

 1/4" 1840799 5/8 9/32  0.45 100

SAE Flat Washers  
Steel     Black Teflon

 #6 1992441 3/8 5/32 0.13 500 
 3/8" 1841050 13/16 13/32 0.71 100

Standard washers provide the required 
seating and bearing surface used under 
a cap screw head.  Parts meet or exceed 
ASME/ANSI B18.22.1 specifications. 

SAE Flat Washers  
Stainless Steel Nerinox

 1/4" 1995266 5/8 9/32  0.45 100

Standard washers provide the required 
seating and bearing surface used under 
a cap screw head.  Parts meet or exceed 
ASME/ANSI B18.22.1 specifications. 

SAE Flat Washers  
Steel   Zinc Trivalent Clear with Sealer

 #6 2013623 3/8 5/32 0.13 500
 5/16" 2014655 11/16 11/32 0.52 100
 3/4" 2014650 1 1/2 13/16 4.76 25
 1 1/4" 2014672 2 1/2  1 3/8 15.87 10

Standard washers provide the required 
seating and bearing surface used under 
a cap screw head.  Parts meet or exceed 
ASME/ANSI B18.22.1 specifications. 

SAE Flat Washers  
Steel    Zinc Black

 1/4" 1516019 5/8 9/32  0.45 100

Standard washers provide the required 
seating and bearing surface used under 
a cap screw head.  Parts meet or exceed 
ASME/ANSI B18.22.1 specifications. 

SAE Flat Washers  
Steel     Magni

 #6 2001510 3/8 5/32 0.13 500

Standard washers provide the required 
seating and bearing surface used under 
a cap screw head.  Parts meet or exceed 
ASME/ANSI B18.22.1 specifications. 

SAE Flat Washers  
Steel    Zinc Phosphate & Oil

 #10 2009059 1/2  7/32  0.23 100
 1/2" 2003188 1 1/16 17/32  1.82 50

Standard washers provide the required 
seating and bearing surface used under 
a cap screw head.  Parts meet or exceed 
ASME/ANSI B18.22.1 specifications. 

Hardened SAE Flat Washers  
1040 - 1065 Steel    Zinc Yellow

 5/16" 1840284 11/16  11/32 0.52 100
 1/2" 1829282 1 1/16   17/32 1.82 50
 7/8" 1840273 1 3/4  15/16  6.25 25

Reference numbers and part weights are provided as a reference only.   
Actual part weight may vary from weights shown.
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